=
(@)
()
w
()
a5
o
<
o
(©)
-
»
n
(0)
w
2
=
=

FOSSIL
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@ Underground Portion of Post

3" x 3" Post

9/16" Hole
Front and Back of Post
for 1/2" Rebar

UPRIGHT TRIPLE POST PEDESTAL: In Ground

e Black Powder Coated Aluminum
e Custom Sizes and Colors Available

Part #s:

UTE: “Even Mount” with 2, 3, or 4 brackets per side. UTE8; UDE12; UDE16
UTR: “Recessed Mount” with 2, 3, or 4 brackets per side. UTR8; UDR12; UDR16
UTF: “Front Mount” with 2, 3, or 4 brackets per side. UTF8; UDF12; UDF16

Adjustable g
Mounting

“L” Bracket

3" x 3" Post

Fossil panel

Even Mount

Adjustable
Mounting
“L” Bracket

3" x 3" Post
96” Post
72" Above Ground
24” Below Ground

Fossil panel

Recessed Mount

Adjustable
Mounting
“L” Bracket

3" x 3" Post

Fossil panel

Front Mount

TOP

“Tamper Resistant Bolts” to attach graphics are available with
our graphic panels. Installation materials, such as concrete
and rebar are available at hardware stores.
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@ “L” Shaped Bracket

1-1/2"x 2" x 2’h x 1/8"
Mounting “L” Bracket
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3" x 3" Post [ —
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Mounting
“L” Bracket
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Oval Slots P

3" x 3" Post 5/16” x 1-1/2" Diameter panel
Mounting Holes for “L” bracket

every 3 inches from top of post
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@ Attaching Panel to Hardware

Tamper Resistant Bolt:
« Stainless Steel 1/4" - 20 Thread.
* Anti-vandal Button Head

Mounting
Plate

Fossil CHPL Parfel



